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CURB AND GUTTER PER
’///STD DWG GW 2 TYPE B1. B2 OR M1
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SEAL OPENING
AROUND PIPE
(SEE NOTE 9)

1B

NORMAL GUTTER ELEVATION

PROJECTION
TYPICAL.

4"

OPTIONAL 2" GUTTER
DEPRESSION

FIELD cUT c
#5
TO CLEAR PIPEN\_AT 127

SLOPE BOX FLOOR
TO PIPE INVERT

SECTION A-A

SLOPE BOX FLOOR— | ° 1
TO PIPE INVERT

2/ 7"

SECTION B-B

FOR BICYCLE-SAFE
GRATING AND BEARING
ANGLE DETAILS SEE

STD DWG GF 3 AND GF 4

DRILL AND EPOXY 8” LONG

#4 DOWEL BARS @ 8" 0.C.,

4" INTO BOX, OR EXTEND BOX'S
STEEL WALL REINFORCEMENT

4” INTO_THE CURB

AND GUTTER SECTION.

MAINTAIN PAVEMENT
CROSS AND LONGITUDINAL
SLOPE ALONG

THE INLET PERIMETER

CAST CURB INLET
GRATE AND FRAME

CONCRETE CURB AND GUTTER

NOTES:

1. USE COATED DEFORMED BILLET REINFORCING STEEL BARS CONFORMING
TO AASHTO M 284 DR M 111 AND M 31 GRADE 60 RESPECTIVELY.

USE CLASS AA(CAE) CONCRETE.

USE TYPE II CEMENT (LOW ALKALI).

PROVIDE 344 CHAMFER ON ALL EXPOSED CONCRETE CORNERS.
PROVIDE 2" CONCRETE COVER TO REINFORCING STEEL.

FOR GRATE AND FRAME SEE STD DWG GF 3 AND GF 4.

FIELD CUT AND BEND REINFORCING STEEL AS NECESSARY TQ CLEAR
PIPE(S) AND MAINTAIN 2” COVER.
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FOR LOCATION AND SIZE OF PIPE(S) SEE ROADWAY PLANS.

9. CENTER PIPE IN BOX OPENING, USE NON-SHRINK GROUT TO SEAL
OPENING AROUND THE PIPE, OR USE PIPE MANUFACTURER
PIPE-BOOT INSTEAD.

10. SIZE BOX HEIGHT TO MEET MINIMUM COVER FOR PIPE USED.
(SEE STD DWG DG 4)

11. REPAIR ANY DAMAGE OR CUTS TQO EPOXY COATING.

DESIGN DATA

HS 20 OR INTERSTATE ALTERNATE LOCADING IN ACCORDANCE
WITH AASHTO 17+h EDITION SPECIFICATIONS.

STRUCTURAL STEEL: Fy = 36,000 psi

STRUCTURAL CONCRETE: f'c
fy
n

4,000 psi
60,000 psi
8

REINFORCING STEEL LAYOUT

PROVIDE 2"“MIN. COVER TO ALL BARS

BAR A BAR B BAR C BAR D BAR E

8"

REVISIONS
SECTION B-B BACK WALL THICKNESS CHANGED

FROM 8"TO 6'.
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